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(57) ABSTRACT

The present disclosure relates to a gas insulated switchgear
(GIS), and more particularly, a structure of a bus ina GIS. A
structure of a three-phase integrated bus in a GIS, in a bus of
a gas insulated switchgear comprising an enclosure, three
phase conductors inserted in the enclosure, and spacers
coupled to both sides of the enclosure to fix the three phase
conductors, is characterized in that the three phase conductors
are arranged in a shape of inverted triangle, wherein a con-
ductor located at a lower side, of the three phase conductors,
is formed in a shape of straight pipe, and has a branch bus
upwardly extending from its middle portion, and wherein
each of two conductors located at an upper end of the inverted
triangle, of the three phase conductors, has both side portions
formed in a shape of straight pipe and a middle portion out-
wardly curved.

3 Claims, 4 Drawing Sheets
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1
STRUCTURE OF THREE-PHASE
INTEGRATED BUS IN GAS INSULATED
SWITCHGEAR

CROSS-REFERENCE TO RELATED
APPLICATION

Pursuant to 35 U.S.C. §119(a), this application claims the
benefit of earlier filing date and right of priority to Korean
Application No. 20-2012-0009998, filed on Nov. 1, 2012, the
contents of which is incorporated by reference herein in its
entirety.

BACKGROUND OF THE DISCLOSURE

1. Field of the Disclosure

This specification relates to a gas insulated switchgear
(GIS), and particularly, to a structure of a three-phase inte-
grated bus in a GIS.

2. Background of the Disclosure

A gas insulated switchgear (GIS) is an electric device,
which is installed in a circuit between a power supply side and
aload side of an electric power system, to protect the electric
power system and a load device by safely cutting off a current
when the circuit is artificially switched on or off in a normal
current-flowing state or when a fault current such as ground
circuit or short-circuit is generated on the circuit. The GIS
generally includes a bushing unit for receiving power from a
high voltage power supply, a line disconnector switch/earth-
ing switch (DS/ES), a gas circuit breaker, a bus DS/ES, a
driving unit, a controller and the like.

The GIS occupies a great space. Therefore, one of impor-
tant design requirements for the GIS is that each component
is compactly disposed, exhibits a necessary performance, and
is suitable for conditions.

From this perspective, a bus used in the GIS has to meet
conflictive design conditions, namely, ensuring of an insulat-
ing performance and a compact construction.

Specifically, unlike a three-phase separated bus, a three-
phase integrated bus has three phase conductors coexisting
within one enclosure. Therefore, the ensuring of the insulat-
ing performance and the compact construction are more
important design factors in the three-phase integrated bus.

As basic types of buses, FIG. 1 shows a parallel type bus
and FIG. 2 shows a straight pipe type bus. A structure of a
three-phase integrated bus is shown in FIG. 1. Referring to
FIG. 1, spacers 5 are coupled to both sides of an enclosure 1
with a cylindrical shape, three phase conductors 2, 3 and 4 are
fixed to the spacers 5 at positions of three apexes of an
inverted triangle, respectively. Each of the three phase con-
ductors 2, 3 and 4 has both sides bent. Here, middle portions
of the three phase conductors 2, 3 and 4 are disposed in
parallel to one another, and a branch bus is upwardly led out
(upwardly extending) from a part of each of the three phase
conductors 2, 3 and 4. In order to meet minimum insulating
distances between the adjacent conductors and between each
conductor and the enclosure, the enclosure has to be consid-
erably increased in size.

On the other hand, the straight pipe type bus shown in FIG.
2 includes three phase conductors, 2', 3' and 4' formed in a
shape of straight pipe within a cylindrical enclosure 1' and
disposed in parallel into a form of an inverted triangle. Here,
the second phase conductor 3' and the third phase conductor
4' may be orthogonal to a branch bus of the first phase con-
ductor 2' at their middle portions. To ensure insulating dis-
tances among them, each phase conductor has to be arranged
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with a sufficient distance. This shows that a considerable
space even up to both sides of the three phase conductors 2',
3'and 4' is consumed.

U.S. Pat. No. 6,509,522, as an exemplary prior art having
the straight pipe type conductors and the cylindrical enclo-
sure, has introduced “Three phase Integrated Gas Insulated
Bus.” This invention provides a bus structure that each phase
has two outlets branched in a vertical direction and in a
horizontal direction. However, the three phase conductors are
basically designed in a shape of straight pipe to be arranged in
parallel in a triangular form, and the enclosure has the cylin-
drical shape.

Meanwhile, referring to Gas Insulated Bus and GIS pub-
lished in Korean Patent Application Laid-Open Publication
No. 1999-023397A, for a compact construction of a bus, three
phase conductors are formed to be convex along a circumfer-
ential direction. However, such shape is difficult to be pro-
duced and the enclosure still has the cylindrical shape. Con-
sequently, it is substantially difficult to expect a compact
arrangement effect of the three phase conductors.

SUMMARY OF THE DISCLOSURE

Therefore, to overcome those drawbacks of the related art,
an aspect of the detailed description is to provide a structure
of a three-phase integrated bus in a gas insulated switchgear
(GIS), capable of ensuring an overall compact construction
and an insulating performance, in such a manner that a path of
a bus is formed to have both sides linear (straight) and a
middle portion curved, and an enclosure is formed such that
both side portions have a diameter shorter than that of a
middle portion.

To achieve these and other advantages and in accordance
with the purpose of this specification, as embodied and
broadly described herein, there is provided a structure of a
three-phase integrated bus in a gas insulated switchgear
(GIS), in a bus of a gas insulated switchgear comprising an
enclosure, three phase conductors inserted in the enclosure,
and spacers coupled to both sides of the enclosure to fix the
three phase conductors, wherein the three phase conductors
may be arranged in a shape of inverted triangle. Here, a
conductor located at a lower end, of the three phase conduc-
tors, may be formed in a shape of straight pipe, and have a
branch bus upwardly led out from its middle portion. Each of
two conductors located at an upper end of the inverted tri-
angle, of the three phase conductors, may have both side
portions formed in a shape of straight pipe and a middle
portion outwardly curved.

The enclosure may be formed in a cylindrical shape. Here,
each of a left side portion and a right side portion of the
enclosure may have a longitudinal section with a diameter
shorter than that of a longitudinal section of a middle portion
of the enclosure.

The middle portion of the enclosure may have a circular or
oval cross section, and be outwardly curved to be convex from
the cylindrical body of the enclosure.

In a structure of a three-phase integrated bus in a gas
insulated switchgear (GIS) according to one exemplary
embodiment, both side portions of a bus may be formed in a
straight form, and a middle portion thereof may be curved.
Also, an enclosure may be formed such that both side portions
have a shorter diameter than a middle portion. This may result
in implementation of a compact structure of the enclosure.

Also, an insulating performance required for the bus can be
ensured with implementing the compact structure.

Further scope of applicability of the present application
will become more apparent from the detailed description
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given hereinafter. However, it should be understood that the
detailed description and specific examples, while indicating
preferred embodiments of the disclosure, are given by way of
illustration only, since various changes and modifications
within the spirit and scope of the disclosure will become
apparent to those skilled in the art from the detailed descrip-
tion.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings, which are included to pro-
vide a further understanding of the disclosure and are incor-
porated in and constitute a part of this specification, illustrate
exemplary embodiments and together with the description
serve to explain the principles of the disclosure.

In the drawings:

FIG. 1 is a perspective view of a structure of a parallel type
bus according to the related art;

FIG. 2 is a perspective view of a structure of a straight pipe
type bus according to the related art;

FIG. 3 is a perspective view of a structure of a bus in
accordance with one exemplary embodiment of the present
disclosure;

FIG. 4 is a planar view of FIG. 2;

FIG. 5 is a front view of FIG. 2;

FIG. 6 is a side view of FIG. 2; and

FIG. 7 is a perspective view of a structure of a bus in
accordance with another exemplary embodiment of the
present disclosure.

DETAILED DESCRIPTION OF THE
DISCLOSURE

Description will now be given in detail of the exemplary
embodiments, with reference to the accompanying drawings.
The exemplary embodiments are merely illustrative to facili-
tate those skilled in the art to which the present disclosure
belongs to practice this invention and are not to be construed
as limiting the present disclosure.

A three-phase integrated bus in a gas insulated switchgear
(GIS) according to one exemplary embodiment of the present
disclosure may include an enclosure 10, three phase conduc-
tors 30, 40 and 50 inserted into the enclosure 10, and spacers
for installing the three phase conductors 30, 40 and 50.

FIG. 3 is a perspective view of a structure of a bus in
accordance with one exemplary embodiment of the present
disclosure, FIG. 4 is a planar view of FIG. 2, FIG. 5 is a front
view of FIG. 2, and FIG. 6 is a side view of FIG. 2.

Hereinafter, description will be given of a structure of a
three-phase integrated bus in a GIS according to one exem-
plary embodiment with reference to FIGS. 3 to 6.

The enclosure 10 may generally be formed in a cylindrical
shape, and preferably be made of a material with high corro-
sion resistance, such as stainless steel.

A middle portion 12 of a cylindrical body of the enclosure
10 may have a cross section in a circular or oval shape. The
middle portion 12 may be outwardly curved to be convex
from the cylindrical body. Although the longitudinal section
of the middle portion 12 has the oval shape, a transverse
section of the middle portion 12 may have a circular shape.

Unlike the middle portion 12 of'the enclosure 10, each of a
left side portion and a right side portion 13 ofthe enclosure 10
may have a transverse section with a diameter shorter than
that of the middle portion 12. Here, center lines of the left side
portion 11 and the right side portion 13 may preferably be
same with a center line of the middle portion 12.
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Outlet pipes 14, 15 and 16 may upwardly extend from
upper ends of the left side portion 11, the right side portion 13
and the middle portion 12, respectively, so as to form outlets.
Boundaries between each of the left side portion 11 and the
right side portion 13 of the body and the middle portion 12
and connected portions of the outlet pipes 14, 15 and 16 to the
body may be processed to be smooth. The connected portions
may preferably be welded or sealed after being coupled by
screws, so as to maintain a sealed state. Also, the left side
portion 11, the right side portion 13 and the middle portion 12
of'the enclosure 10 may be integrally formed together.

Although not shown, spacers in a form of flange may be
coupled to both side surfaces of the enclosure 10.

Viewing the three phase conductors 30, 40 and 50 from a
side surface, they are arranged on apexes of an inverted tri-
angle. For the sake of explanation, a conductor located at a
lower side is referred to as a first phase conductor 30, and the
others are sequentially referred to as a second phase conduc-
tor 40 and a third phase conductor 40 in a clockwise direction.

The first phase conductor 30 may basically have a shape
similar to a laid alphabet ‘T.” Both side portions 31 and 33 of
the first phase conductor 30 may be fixed by the spacers
coupled to the side surfaces of the enclosure 10. In some
cases, the side portions 31 and 33 may be supported by
supporters formed within the enclosure 10.

A branch bus 35 of'the first phase conductor 30 may extend
upwardly to be exposed to the outside through the outlet pipe
15 of the enclosure 10. The branch bus 35 of the first phase
conductor 30 may upwardly extend in a perpendicular direc-
tion from a middle portion 32 of the first phase conductor 30.

The second phase conductor 40 may be formed basically
the same as the first phase conductor 30, but its middle portion
42 may be outwardly curved to avoid interference with the
branch bus 35 of the first phase conductor 30. Here, the
middle portion 42 of the second phase conductor 40 and the
branch bus 35 of the first phase conductor 30 should be spaced
far enough to satisfy a minimum standard for ensuring an
insulating performance.

A branch bus 45 of the second phase conductor 40 may be
formed on a left side portion 41 of the second phase conductor
40. The branch bus 45 of the second phase conductor 40 may
extend toward a center line of the outlet pipe 14, then curved
at the center line, and upwardly extend in a perpendicular
direction.

The third phase conductor 50 may be symmetrical to the
second phase conductor 40.

A middle portion 52 of the third phase conductor 50 may be
outwardly curved, and designed to maintain a sufficient insu-
lating distance from the branch bus 35 of he first phase con-
ductor 30.

A branch bus 55 of the third phase conductor 50 may be
formed on a right side portion 53 of the third phase conductor
50. The branch bus 55 may extend toward a center line of the
outlet pipe 16 of the enclosure 10, then be curved at the center
line, and upwardly extend in a perpendicular direction.

In order to examine an insulating performance of the three-
phase integrated bus in the GIS according to the one exem-
plary embodiment of the present disclosure, an electric field
analysis has been executed for three types of buses, and the
results are shown as follows. Here, A indicates the analysis
results for the related art parallel type bus structure shown in
FIG. 1, B indicates the analysis results for the related art
straight pipe type bus structure shown in FIG. 2, and C indi-
cates the analysis results for the bus structure according to the
one exemplary embodiment of the present disclosure. The bus
structure according to the one exemplary embodiment has
undergone two types of electric field analyses.
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Items A B C
Outer diameter of spacer (mm) 765 700 650 700
Inner diameter of enclosure (mm) 620 570 496/650 546/665
phase-earth minimum distance 107.7 110 107 128
(mm)
phase-phase minimum distance 92.5 68 96 102.5
(mm)
phase-earth E-field (V/m) 22215 21530 22787 20897
phase-phase E-field (V/m) 19110 23662 20500 17786

According to those analysis results, it can be noticed that
the bus structure according to the one exemplary embodiment
exhibits a longer phase-earth minimum distance or phase-
phase minimum distance, a more compact configuration of
the enclosure, and a similar or higher insulating performance
to or than the related art bus structures.

Hereinafter, description will be given of another exemplary
embodiment of the present disclosure.

Referring to FIG. 7, a bus according to this another exem-
plary embodiment mostly has the same structure as that of the
foregoing exemplary embodiment, excluding that a middle
portion 12' of an enclosure 10' is formed in a cylindrical
shape, similar to a left side portion 11' and a right side portion
13' connected to the middle portion 12', so as to form stepped
portions. The connected portions where the middle portion
12' is connected to the left side portion 11' and the right side
portion 13' may be coupled by screws or welded so as to
maintain a sealed state. Such simplified structure may be
fabricated more easily without a great difference from the
foregoing exemplary embodiment in the aspect of the analy-
sis results.

As the present features may be embodied in several forms
without departing from the characteristics thereof, it should
also be understood that the above-described embodiments are
not limited by any of the details of the foregoing description,
unless otherwise specified, but rather should be construed
broadly within its scope as defined in the appended claims,
and therefore all changes and modifications that fall within
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the metes and bounds of the claims, or equivalents of such
metes and bounds are therefore intended to be embraced by
the appended claims.
What is claimed is:
1. A structure of a three-phase integrated bus in a gas
insulated switchgear (GIS), the structure comprising an
enclosure, three phase conductors inserted in the enclosure,
and spacers coupled to both sides of the enclosure to fix the
three phase conductors,
wherein the three phase conductors are arranged in a shape
of inverted triangle with respect to a specific orientation,

wherein one of the three phase conductors is entirely
located in a lower position than the other two of the three
phase conductors with respect to the same specific ori-
entation,

wherein the one of the three phase conductors that is

entirely located in the lower position is formed in a shape
of straight pipe, and has a branch bus upwardly led out
from its middle portion with respect to the same specific
orientation, and

wherein each of two conductors located at an upper end of

the inverted triangle, of the three phase conductors, has
both side portions formed in a shape of straight pipe and
a middle portion outwardly curved in opposite direc-
tions from the branch bus with respect to the same spe-
cific orientation such that the branch bus extends
between the two conductors.

2. The structure of claim 1, wherein the enclosure is formed
in a cylindrical shape, wherein each of a left side portion and
a right side portion of the enclosure has a transverse section
with a diameter shorter than that of a transverse section of a
middle portion of the enclosure with respect to the same
specific orientation.

3. The structure of claim 1, wherein the middle portion of
the enclosure has a circular or oval cross section, and is
outwardly curved to be convex from the cylindrical body of
the enclosure with respect to the same specific orientation.
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